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member, qualified on the physical
characteristics of the territory.

(c) Pilots are not required if the
movement is on a section of track with
an average grade of less than 1% over 3
continuous miles, and

(1) The track is other than a main
track; or

(2) The maximum distance the loco-
motive or train will be operated does
not exceed one mile; or

(3) The maximum authorized speed
for any operation on the track does not
exceed 20 miles per hour; or

(4) Operations are conducted under
operating rules that require every loco-
motive and train to proceed at a speed
that permits stopping within one half
the range of vision of the locomotive
engineer.

[64 FR 60993, Nov. 8, 1999]

Subpart D—Administration of the
Certification Programs

§240.301 Replacement of certificates.

A railroad shall have a system for
the prompt replacement of lost, stolen
or mutilated certificates and that sys-
tem shall be reasonably accessible to
certified locomotive engineers in need
of a replacement certificate.

§240.303 Operational monitoring re-
quirements.

(a) After December 31, 1991, each rail-
road to which this part applies shall,
prior to FRA approval of its program
in accordance with §240.201, have a pro-
gram to monitor the conduct of its cer-
tified locomotive engineers by per-
forming both operational monitoring
observations and by conducting unan-
nounced operating rules compliance
tests.

(b) The program shall be conducted
so that each locomotive engineer shall
be given at least one operational moni-
toring observation by a qualified super-
visor of locomotive engineers in each
calendar year.

(¢c) The program shall be conducted
so that each locomotive engineer shall
be given at least one unannounced
compliance test each calendar year.

(d) The unannounced test program
shall:

§240.305

(1) Test engineer compliance with
one or more provisions of the railroad’s
operating rules that require response
to signals that display less than a
‘“‘clear’ aspect, if the railroad operates
with a signal system that must comply
with part 236 of this chapter;

(2) Test engineer compliance with
one or more provisions of the railroad’s
operating rules, timetable or other
mandatory directives that require af-
firmative response by the locomotive
engineer to less favorable conditions
than that which existed prior to initi-
ation of the test;

(3) Test engineer compliance with
provisions of the railroad’s operating
rules, timetable or other mandatory di-
rectives the violations of which by en-
gineers were cited by the railroad as
the cause of train accidents or train in-
cidents in accident reports filed in
compliance with part 225 of this chap-
ter for the preceding year;

(4) Be conducted that so that the ad-
ministration of these tests is effec-
tively distributed throughout whatever
portion of a 24-hour day that the rail-
road conducts its operations;

(5) Be conducted so that individual
tests are administered without prior
notice to the locomotive engineer
being tested; and

(6) Be conducted so that the results
of the test are recorded on the certifi-
cate and entered on the record estab-
lished under §240.215 within 30 days of
the day the test is administered.

§240.305 Prohibited conduct.

After December 31, 1991,

(a) It shall be unlawful to:

(1) Operate a locomotive or train past
a signal indication, excluding a hand or
a radio signal indication or a switch,
that requires a complete stop before
passing it; or

(2) Operate a locomotive or train at a
speed which exceeds the maximum au-
thorized limit by at least 10 miles per
hour. Where restricted speed is in ef-
fect, only those violations of the condi-
tional clause of restricted speed rules
(i.e., the clause that requires stopping
within one half of the locomotive engi-
neer’s range of vision), or the oper-
ational equivalent thereof, which cause
reportable accidents or incidents under
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